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CLASSIC  QDC-90«QUADRA CLASSIC» COOKING BLOCK

TECHNICAL CHARACTERISTICS
Oven on the left: standard 60 in the multifunction 
version.  Oven on the right: mini 30 static electric 
version.

CARACTERÍSTICAS  TÉCNICAS
Horno de la izquierda: estándar 60 , en versión 
multifunción. Horno de la derecha: mini 30 eléctrico 
estático.

CARACTERISTIQUES TECHNIQUES
Four de gauche: standard 60 dans la version 
multifonction. Four de droite: mini 30 électrique 
statique.

TECHNISCHE EIGENSCHAFTEN
Backo fen  l i nks : Standard-Backofen 60  i n 
multifunktioneller Ausführung. Backofen rechts: elektrisch 
statischer Mini-Backofen 30.

Fish burner

Multifunction oven

QDC-90-MP
QDC-90W-MP

Fry-Top

Multifunction oven

QDC-90F-MP
QDC-90FW-MP

Electric fryer

Multifunction oven

QDC-90R-MP
QDC-90RW-MP

Barbecue

Multifunction oven

QDC-90B-MP
QDC-90BW-MP

1 Ceramic hob zone

D

Multifunction oven

QDC-90V-MP
QDC-90VW-MP

Ceramic hob

A C

B A

D

Multifunction oven

QDCE-90-MP
QDCE-90W-MP

Induction

A B

C
D

B

Multifunction oven

QDCI-90-MP
QDCI-90W-MP

COLOUR RANGE

Matt Antique white Burgundy Blue Green

STAINLESS-STEEL TOP
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QDC-90W

STAINLESS STEEL HANDRAIL (optional cod. AQC 90)
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STAINLESS STEEL HANDRAIL (optional cod. AQC 100)

COLOUR RANGE

Matt Antique white Burgundy Blue Green

STAINLESS-STEEL TOP

   152 Classic

CLASSIC  QDC-100«QUADRA CLASSIC» COOKING BLOCK

TECHNICAL CHARACTERISTICS
Oven on the left: standard 60 in the multifunction 
version.  Oven on the right: midi 40 static electric 
version.

CARACTERÍSTICAS  TÉCNICAS
Horno de la izquierda: estándar 60 , en versión 
multifunción. Horno de la derecha: midi 40 eléctrico 
estático.

CARACTERISTIQUES TECHNIQUES
Four de gauche: standard 60 dans la version 
multifonction. Four de droite: midi 40 électrique 
statique.

TECHNISCHE EIGENSCHAFTEN
Backo fen  l i nks : Standard-Backofen 60  i n 
multifunktioneller Ausführung. Backofen rechts: elektrisch 
statischer Midi-Backofen 40.

6 burners

Multifunction oven

QDC-1006-MP
QDC-1006W-MP

Fry-Top

Multifunction oven

QDC-100F-MP
QDC-100FW-MP

Coup De Feu

Multifunction oven

QDC-100S-MP
QDC-100SW-MP

Electric fryer

Multifunction oven

QDC-100R-MP
QDC-100RW-MP

Barbecue

Multifunction oven

QDC-100B-MP
QDC-100BW-MP

1 Ceramic hob zone

D

Multifunction oven

QDC-100V-MP
QDC-100VW-MP

Ceramic hob

A

D BA

BC

Multifunction oven

QDCE-100-MP
QDCE-100W-MP

Induction

C

B

A

C

B

A
Multifunction oven

QDCI-100-MP
QDCI-100W-MP

QDC-1006W-MP/M

QDC-100

1000

60
75

0

14
0

QDC-100W

1000

60
75

0

14
0



   153ClassicQDQDQDQDQDQQQQ C-C-C-CC 10101010100606060606-M-M-MMP/P/P/P/P/MMMM



QDC-120FR-MP/BL
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STAINLESS STEEL HANDRAIL (optional cod. AQC 120)

QDC-120W

QDC-120

COLOUR RANGE

Matt Antique white Burgundy Blue Green

STAINLESS-STEEL TOP

   154 Classic

CLASSIC  QDC-120«QUADRA CLASSIC» COOKING BLOCK

7 burners
Multifunction ovens - standard 60

QDC-1207-MP
QDC-1207W-MP

Fry-Top
Multifunction ovens - standard 60

QDC-120F-MP
QDC-120FW-MP

Coup De Feu
Multifunction ovens - standard 60

QDC-120S-MP
QDC-120SW-MP

Electric fryer
Multifunction ovens - standard 60

QDC-120FR-MP
QDC-120FRW-MP

Barbecue
Multifunction ovens - standard 60

QDC-120B-MP
QDC-120BW-MP

1 Ceramic hob zone

D

Multifunction ovens - standard 60

QDC-120V-MP
QDC-120VW-MP
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E

760 (P76) - 800 (P80) - 900 (P90)
600

P76 - P80 - P90

G
E

900 (PD90) - 1000 (PD100)
600

PD90 - QDC90 - PD100 - QDC100

E

G

1000 (PT100) - 1100 (PT110)
600

PT100 - PT110

G
E

600 (P-60) - 700 (P-70)

600

P60 - P70

G
E

 00 (P 0) - 00 (P 0)
600

P120 - P150

G
E

 00

600

PD120 - QDC120

Rear view

600 (P 60)

Mod. / mm A B
P60 / PD120 / QDC120 480 160

P70 530 220

PD70 530 240

P76 600 180

P80 680 200

P90 / P120 / P150 750 200

PD90 / PD100 / QDC90 / QDC100 480 200

PT100 480 190

PT110 530 250

ELECTRICAL CONNECTION  E       GAS CONNECTION G  

G

E

700

600

PD70

Rear view PD70 - PT100 - PT110

Side view
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Side view QDC (Classic)
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«PROFESSIONAL» COOKERHOOD
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L (mm) AG series
COOKERHOOD

800 mm St.St. EXTENSION 
for AG series cookerhood

BACKPANEL with 
ladles bracket

BACKPANEL with ladles bracket 
for PG10 FRAME EXTENSION only

Range stainless steel 
FRAME EXTENSION 

600 AG-60 A/017/23/08 AP4-60 AP4G-60 for PG10-60 PG10-60 (2 basins)

700 AG-70 A/017/23/08 AP4-70 AP4G-70 for PG10-70 PG10-70 (3 basins)

800 AG-80 A/017/23/08 AP4-80 AP4G-80 for PG10-80 PG10-80 (3 basins)

900 AG-90 A/017/23/08 AP4-90 AP4G-90 for PG10-90 PG10-90 (4 basins)

1000 AG-100 A/017/23/08 AP4-100 AP4G-100 for PG10-100 PG10-100 (4 basins)

1100 AG-110 A/017/23/08 AP4-110 - -

1200 AG-120 A/017/20/08 AP4-120 AP4G-120 for PG10-120 PG10-120 (5 basins)

1500 AG-150 A/017/20/08 AP4-150 AP4G-150 for PG10-150 PG10-150 (6 basins)

35
0

AG series COOKERHOOD

66
0

Stainless Steel BACKPANEL
with ladles bracket

TECHNICAL CHARACTERISTICS
• Wall-mounted cookerhood;
• 4 speeds control (42-46-52-66 dB);
• available in exhaust of filter version;
• anti-grease filter in anodised alluminium;
• adjustable and delayed self-switching off;
• halogen spotlight with adjustable light intensity;
• warning light for filter maintenance;
• 300W - 220÷240V - 50/60 Hz;
• 1000 m3/h - 470 Pa.

CARACTERÍSTICAS TÉCNICAS
• Campana extractora de pared;
• mandos de 4 velocidades (42-46-52-66 dB);
• disponible en versión aspirante o filtrante;
• filtro antigrasa en aluminio anodizato;
• autoapagado regulable:
• luces alogenas con intensidad luminosas regulable;
• espia limpieza filtros;
• 300W - 220÷240 V - 50/60 Hz;
• 1000 m3/h - 470 Pa.

CARACTERISTIQUES TECHNIQUES
• Hotte murale;
• commandes à 4 vitesses (42-46-52-66 dB);
• disponible en version aspirante ou filtrante;
• filtre anti-graisse en aluminium anodisé;
• auto-extinction retardée réglable;
•  petits phares halogènes avec intensité lunineuse réglable;
• voyant nettoyage filtres;
• 300W - 220÷240V - 50/60 Hz;
• 1000 m3/h - 470 Pa.

TECHNISCHE EIGENSCHAFTEN
• Wandhaube;
• Reglar mit 4 Geschwindigkeiten (42-46-52-66 dB);
• In Asbaug-oder Filtrieversion lieferbar;
• Fettfilter aus eloxiertem Alluminium;
• Einstellbare, zeitlich verzögerte Selbstausschaltung;
• Halogen-Beleuchtung mit regelbarer Lichtstärke;
• Kontrolllampe für den Filterwechsel;
• 300W - 220÷240V - 50/60 Hz;
• 1000 m3/h - 470 Pa.

80
0

800 mm Stainless Steel EXTENSION 
for AG series Cookerhood

10
0

Range stainless steel FRAME 
EXTENSION with gastronomic basins, 

codes PG10-...
(available on MP models only)

COLOUR RANGE

Stainless-Steel Matt Antique white

Burgundy Blue Green

AG80 AG110 STAINLESS-STEEL only
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2200

OPTIONAL

Recirculating kits for range hoods that 
cannot be ducted to outside of house 
(code G/076/09)

 Remote control (code A/301/00)


